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DSC Change Proposal
Change Reference Number:  XRN4690
Customers to fill out all of the information in this colour
Xoserve to fill out all of the information in this colour 
	Change Title
	Actual read following estimated transfer read calculating AQ of 1

	Date Raised
	4th June 2018

	Sponsor Organisation
	npower

	Sponsor Name
	James Rigby

	Sponsor Contact Details
	

	Xoserve Contact Name
	Emma Smith

	Xoserve Contact Details 
	07596 933903

	Change Status
	Proposal / With DSG / Out for Consultation / Voting / Approved or Rejected

	Section 1: Impacted Parties

	Customer Class(es)
	x Shipper
☐ National Grid Transmission
☐ Distribution Network Operator
☐ iGT

	Section 2: Proposer Requirements / Final (redlined) Change

	Where an actual read is submitted following an estimated transfer reading, if the Actual reading is less than the estimated reading a negative volumes is created (the actual read validates to the last Actual read recorded so the period last actual to estimated transfer read would be a positive value).  In the instances where the estimated transfer reading and the Actual read are the only reads considered for the AQ Calculation the AQ will be re-calculated to 1, if other reads are considered within the optimum or sub-optimum period for the AQ Calculation the AQ may still be incorrectly calculated resulting in a reduced AQ.

	Proposed Release
	Minor release

	Proposed IA Period 
	10WD

	Section 3: Benefits and Justification 

	Rolling AQ value is used for gas nomination and allocation purposes and therefore if the AQ is not reflective of the offtake this will impact on unidentified gas. 

As such, it would be desirable if a solution can be approved that would enable an ‘ASAP’ minor release (ideally in 2018).  


	Section 4: Delivery Sub-Group (DSG) Recommendations 

	DSG confirmed they support this change to progress 


	DSG Recommendation
	Approve 

	DSG Recommended Release
	Minor release

	Section 5: DSC Consultation  

	Issued
	NA

	Date(s) Issued
	NA

	Comms Ref(s)
	NA

	Number of Responses
	NA

	Section 6: Funding

	Funding Classes 
	Shipper                                                            100%

	Service Line(s)
	6 

	ROM or funding details 
	NA

	Funding Comments 
	NA

	Section 7: DSC Voting Outcome

	Solution Voting 
	☐ Shipper                                      Approve / Reject / NA / Abstain
☐ National Grid Transmission       Approve / Reject / NA / Abstain	
☐ Distribution Network Operator   Approve / Reject / NA / Abstain
☐ iGT                                             Approve / Reject / NA / Abstain 

	Meeting Date 
	XX/XX/XXXX

	Release Date
	Release X: Feb / Jun / Nov XX or Adhoc DD/MM/YYYY or NA

	Overall Outcome 
	Approved for Release X / Rejected 



Please send the completed forms to: .box.xoserve.portfoliooffice@xoserve.com


Section D: DSC Solution Review 
	Section D1: Solution Options 

	High Level summary options

	The high level solution options are contained within the following slide deck. There are 4 solution options:







	Implementation date for this solution option
	Solution option 1 – Immediate
Solution option 2 – minor release 
Solution options 3 and 4 – TBC in a major release

	Xoserve preferred option; including rationale
	No preferred option identified


	DSG preferred solution option; including rationale
	Solution option 2 – no intervention from Shippers required, automated process to ensure protection from negative consumption being used in an AQ calculation. Follows the implementation of XRN4510. 


	Solution Review close out date
	29/07/2018











Section E: DSC Change Proposal: Industry Response Solution Options
	User Name
	Eleanor Laurence 

	User Contact Details
	Eleanor.Laurence@edfenergy.com / 07875 117771

	Section E1: Organisation’s preferred solution option, including rationale taking into account costs, risks, resource etc. 

	Our preferred solution would be option 4.  Whilst we recognise this is likely to be most costly option we feel that this solution fully resolves problem identified.  Our view is all other options are partial fixes to circumvent issue of an inaccurate estimated read on CoS.  We can see that putting option 2 in place quickly could be a temporary fix whilst option 4 is developed.  Whilst option 2 prevents AQ issues it does not in itself ensure correct AQ values or ensure an accurate read on CoS whereas option 4 does both and is why it is supported by us. Maintaining inaccurate estimated CoS reads has a direct impact on customers who would be in effect paying for this issue directly.


	Implementation date for this option
	Approve / Reject / Defer

	Xoserve preferred solution option
	Approve / Reject / Defer

	DSG preferred solution option
	Approve / Reject / Defer

	Publication of consultation response
	Publish / Private / None



	User Name
	Maitrayee Bhowmick-Jewkes

	User Contact Details
	Maitrayee.Bhowmick-Jewkes@npower.com/  07468 715176

	Section E1: Organisation’s preferred solution option, including rationale taking into account costs, risks, resource etc. 

	Option 2 is the preferred solution and no further comments surrounding this.
 

	Implementation date for this option
	Approve / Reject / Defer

	Xoserve preferred solution option
	Approve / Reject / Defer

	DSG preferred solution option
	Approve / Reject / Defer

	Publication of consultation response
	Publish / Private / None



		Please send the completed forms to: uklink@xoserve.com
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AQs of 1 – System Solution Impact Assessment.pptx
AQs of 1 – System Solution Impact Assessment (XRN4690) 







Brief Overview about the Change

		Change ID		Change Description

		XRN 4690		The change is to get around the issue of system having to calculate the AQ on the back of negative consumption. If the AQ is already calculated, corrective action needs to be taken at the earliest opportunity. 

		High Level Solution Overview
Option 1: Shipper User to send a replacement read for an estimated read
In this option, we assume that shipper will send a replacement for an estimated read to avoid any potential negative consumption. The assumption here is that the replacement happens prior to the AQ calculation.

		



Solution Specific Assumption:

There is no system impact in this option as the onus is on the shipper to ensure a replacement is sent on the back of estimation. 

Application Topology

Impacted Applications
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Brief Overview about the Change

		Change ID		Change Description

		XRN 4690		The change is to get around the issue of system having to calculate the AQ on the back of negative consumption. If the AQ is already calculated, corrective action needs to be taken at the earliest opportunity. 

		High Level Solution Overview
Option 2: Continue to use the prevailing AQ rather than calculating the new one
For this option, the system won’t calculate a new AQ when there is a negative consumption. The system will continue to use the existing prevailing AQ instead (the same as implemented in XRN4510 for negative consumption).

		



Solution Specific Assumption:

The system impact for this option is low as the system is already doing this when AQ calculation is involving legacy reads. This is an extension of that solution.

Application Topology

Impacted Applications
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System Impact Assessment of the Change 

		Application		Impacted System Component		Development Type		End User Impacted?		New / Existing Build?		High level description of change in the component		Complexity												

														Requirement Clarity		Change Complexity		Integration Complexity		Test Data Prep Complexity		Test Execution		Regression Testing Impact		Performance Impacts

		SAP ISU		AQ Calculation 		Enhancement		Shipper		Existing		System should continue to use the prevailing AQ rather than calculating the new AQ														
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Impact Assessment in a nutshell..

		Change Number		Impacted Process Area		Complexity		Impacts to File Formats?		Impacts on Exceptions?		Performance Testing Required?		External Screen Changes?		Batch Job Timing Change?

		XRN 4690		Metering		Low		N		N		N		N		N
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Brief Overview about the Change

		Change ID		Change Description

		XRN 4690		The change is to get around the issue of system having to calculate the AQ on the back of negative consumption. If the AQ is already calculated, corrective action needs to be taken at the earliest opportunity. 

		High Level Solution Overview
Option 3: Introduce a new AQ correction reason
In this option, the system will continue to calculate the AQ as is. As the AQ is calculated on the back of a negative consumption, the shipper will need to send an AQ correction. For this purpose a new AQ correction reason will have to be introduced.
		



Solution Specific Assumption:

The system impact for this solution will be medium as new correction reason needs to be configured and new validations and rules have to be set up around the new correction reason. The new AQ will be updated and response sent once it is validated. 

As the shipper sends the AQ once the NRL is sent, the new AQ will be effective next month only.

Application Topology

Impacted Applications
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System Impact Assessment of the Change 

		Application		Impacted System Component		Development Type		End User Impacted?		New / Existing Build?		High level description of change in the component		Complexity												

														Requirement Clarity		Change Complexity		Integration Complexity		Test Data Prep Complexity		Test Execution		Regression Testing Impact		Performance Impacts

		SAP ISU and Market Flow / PO		File Format		Interface		Shipper/
Xoserve		Existing		New Correction reason will have to be configured in AMT/PO														

				AQI		Interface		Shipper/
Xoserve		Existing		New correction reason to be configured and new validations to be built														

				AQR		Interface		Shipper/
Xoserve		Existing		Responses specific to new reason code will need to be configured														
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Impact Assessment in a nutshell..

		Change Number		Impacted Process Area		Complexity		Impacts to File Formats?		Impacts on Exceptions?		Performance Testing Required?		External Screen Changes?		Batch Job Timing Change?

		XRN 4690		SPA		Medium		Y		N		N		N		N
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Brief Overview about the Change

		Change ID		Change Description

		XRN 4690		The change is to get around the issue of system having to calculate the AQ on the back of negative consumption. If the AQ is already calculated, corrective action needs to be taken at the earliest opportunity. 

		High Level Solution Overview
Option 4: Re-estimate the estimated read once the actual read has come
In this option, the system will re-estimate the read once the actual read comes in. Since the re-estimated read will be less than the actual read, negative consumption can be avoided.

		



Solution Specific Assumption:

The system impact for this option is high as the solution needs to touch all the possible read sources. Also, the re-estimated read may have to be communicated to all the stake holders. Additional considerations have to be met if the estimated read is already reconciled and already billed.

Application Topology

Impacted Applications
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System Impact Assessment of the Change 

		Application		Impacted System Component		Development Type		End User Impacted?		New / Existing Build?		High level description of change in the component		Complexity												

														Requirement Clarity		Change Complexity		Integration Complexity		Test Data Prep Complexity		Test Execution		Regression Testing Impact		Performance Impacts

		SAP ISU 		UMR		Interface		Shipper/
Xoserve		Existing		On the receipt of the new read, system needs to re-estimated the estimated read.														

				UBR		Interface		Shipper/
Xoserve		Existing		On the receipt of the new read, system needs to re-estimated the estimated read.														

				SFN		Interface		Shipper/
Xoserve		Existing		On the receipt of the new read, system needs to re-estimated the estimated read.														

				DLC		Interface		Shipper/
Xoserve		Existing		On the receipt of the new read, system needs to re-estimated the estimated read.														

				UDR		Interface		Shipper/
Xoserve		Existing		On the receipt of the new read, system needs to re-estimated the estimated read.														

				MBR/MDR/URN		Interface		Shipper/ Xoserve		Existing		Read notification post re-estimation														
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Impact Assessment in a nutshell..

		Change Number		Impacted Process Area		Complexity		Impacts to File Formats?		Impacts on Exceptions?		Performance Testing Required?		External Screen Changes?		Batch Job Timing Change?

		XRN 4690		Metering		High		N		N		Y		N		N
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