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UNIFORM NETWORK CODE - TRANSPORTATION PRINCIPAL DOCUMENT
SECTION U - UK LINK

1 GENERAL

1.1 Introduction

1.1.1  The Fransperters-CDSP will secure the establishment and operation of UK Link, and
will afford to UK Link Users access to and use of UK Link, and each-TFransperterthe
CDSPJ[1] and eaeh UK Link Users will communicate with each other by means of UK
Link, subject to and in accordance with this Section U\[z].

1.1.2 UK Link Users are required to comply with the relevant requirements of this Section U
in respect of access to and use of UK Link.

1.1.3  [For the purposes of the Code:

(a) the "UK Link Network" is an information exchange system (described in the
UK Link Manual), as from time to time modified in accordance with [paragraph
148&], which runs on a wide area network, allowing the electronic transfer of
information between aTFransperterthe CDSP and UK Link Users and certain
access (as described in the UK Link Manual) by UK Link Users to the UK Link
System;

(b) the "UK Link System" means the computer systems (described in the UK Link
Manual), as from time to time modified in accordance with [paragraph 18],

operated by Fransperters-the CDSP to support implementation of certain
provisions of the Code and the giving of certain communications by &

Fransporterand-UK Link Users;

(©) "UK Link" means the UK Link Network and, to the extent to which (as
described in the UK Link Manual) UK Link Users have access to and use of it, |
the UK Link System\[3].

1.1.4 A "UK Link Identity" is the user identification(s) and passcode(s) (as described in the
UK Link Manual) by means of which:

(a) a UK Link User; or

(b) as respects individual access parts of UK Link, a representative of a UK Link
ser

may have access to UK Link.
1.1.5 A "UK Link User" is:

(a) any User Party in its capacity as a User of UK Link, [provided that a
Discontinuing User shall cease to be a UK Link User upon the User
Discontinuance Date]; and

(b) any other person permitted to have access to and use of UK Link under
[paragraph 1. 14+-14+3(4]].]

)—

1.1.6  For the purposes of the Code a "UK Link Communication" is a message transmitted

by aFransperter-or-by-a UK Link User [or the CDSP] by means of UK Link (which |

shall be deemed for this purpose to include the Active Notification System) in
accordance with the requirements of [paragraph 334]; and for these purposes a |
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"message" is a discrete transmission electronically sent or electronically posted by &

Franspoerteror-by-a UK Link User or the CDSP.

+1+81.1.7 In this Section U "UK Link Committee" means the Uniform Network Code
Committee or any relevant Sub-committee\[6],

1.2 Code \Communications\m

1.2.1 [Pursuant to the DSC, the means of telecommunication to be used for the purposes of the
UK Link Network, including the telecommunication protocols and requirements as to
third party service provider(s) will be as set out in the UK Link Manual, the DSC, and
[GT Section B7[s]].

124122 A UK Link Communication given in accordance with [the DSC and] this
Section U shall be treated as an effective and valid Code Communication, and the

Franspoerter-and-each-UserParty [and the CDSP] confirms that it intends and agrees that
UK Link Communications shall have legal effect for the purposes of the Code.

+2:21.2.3 The UK Link Manual specifies in respect of each Code Communication therein
listed whether it is to be given as a UK Link Communication, by Conventional Notice,
by e-mail, by facsimile or by telephone, and in some cases alternative such means by
which it may be given; and (subject to paragraph 1.2.4 and [GT Section B5.1.2]) a Code
Communication may only be given by the means so specified or (where alternative such
means are specified) by one of such alternative means.

123124 Where the Code or the UK Link Manual specifies the form and/or format of UK
Link Communication by which a particular Code Communication is required to be
given, that Code Communication may be given only in that form and/or that format.

+2:41.2.5 In the event of certain failures (referred to in [paragraph 6]) of UK Link, Code
Communications shall be (and are permitted to be) given in accordance with [paragraph
6].

1+2351.2.6 Where a Code Communication which is required to be given as a UK Link

Communication (and is not permitted to be given by another means except pursuant to

paragraph 1.2.4) is not given in accordance with the requirements of this Section U and
the UK Link Manual, and as a result is not properly received by the intended recipient,

it shall be deemed not to have been given and shall be of no effect.

+261.2.7 The failure of a UK Link User e+theFransporterto comply with a requirement
that a Code Communication be given as a UK Link Communication, or as to the form
or format in which such UK Link Communication is to be given, shall not of itself be a
breach of the Code (but without prejudice to paragraph 1.2.5 or to any breach which
may result from the failure to give the Code Communication).

1+271.2.8 Where the UK Link Committee considers and revises from time to time the
means by which a Code Communication may be given as set out in the UK Link
Manual it shall notify the UNC Committee within a reasonable period of those

khanges\[9].]

. i [10]
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+4:21.3.1 It shall be an obligation of the-Fransperteror-a UK Link User to comply with a
provision of the UK Link Manual where such provision is expressly identified in the
UK Link Manual as one which is made binding on the-Fransperterer-such UK Link |
User by this Section U, and not otherwise\[lz]; but it is acknowledged that as respects all
provisions of the UK Link Manual and the DSC (whether or not made binding by this
Section U) a UK Link User may be unable to make a UK Link Communication (and so
may be unable to exercise an entitlement to make a Code Communication required to be
made as such) where the UK Link User does not comply with such provisions.

+431.3.2 The UK Link Manual does not form a part of the Code (subject to [paragraph
1.1.1+4+148-5-1]); and in case of any conflict between the Code and the UK Link
Manual, the Code shall prevail.
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1+71.4 |[Additional Access to UK Link System

+7114.1 UK Link incorporates (in addition to facilities for making Code
Communications referred to elsewhere in this Section U) certain facilities, as described
in the UK Link Manual, enabling Users:

(a) to obtain certain information concerning the User's entitlements and obligations
under the Code or other information relating to the User and maintained by the
Transporter under the Code; and

(b) to verify the accuracy of or otherwise to validate UK Link Communications
made by that User.

+721.4.2 A User may, by using the UK Link Network, access the facilities within the UK
Link System referred to in paragraph 1.4.1+4-+41-7-1, subject to and in accordance with
the UK Link Manual, for the purposes set out in paragraphs 1.4.1(a)+4-Haj-7Ha) and
(b)Eb)(h).

+731.4.3 Notwithstanding paragraph 1.4.24-4-2+-72, each User shall be responsible
(without relying on the facilities referred to in paragraph 1.4.1+4-41-714) for
maintaining appropriate records of its entitlements and obligations under the Code and
other information relating to that User, and for the accuracy and validity (and for
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maintaining such information as will ensure the accuracy and validity) of Code
Communications made by it.

+741.4.4 Accordingly a User shall not be relieved of any obligation or liability under the
Code by reason of any failure (including defective operation) of any such facility as is
referred to in paragraph 1.4.14-4-+-71, and the Transporter will not be responsible for
the consequences of any such failure, provided that the Transporter will notify Users as
soon as reasonably practicable upon becoming aware of any such failure.

+751.4.5 No message transmitted by or to a User in the course of accessing the facilities
referred to in paragraph 1.4.1+-4-41-7-1 shall be a Code Communication.

+761.4.6 Paragraphs 1.4.34-4-31-73 and 1.4.4+-4-41-7-4 are without prejudice to any
express obligation of a Transporter under the Code to provide information to Users, or
as to the accuracy of information subject to any such obligation. |
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1.111.5 Planned UK Link downtime[14]
1.5.1 Pursuant to the DSC [and the UK Link Manual]:

(a) on each Day and/or particular Days UK Link, or (where so specified in the DSC
or the UK Link Manual) particular parts of UK Link, will not be operational at
certain times and for certain periods ("planned UK Link downtime") specified
in or determined in accordance with the DSC or the UK Link Manual; and

b during planned UK Link downtime, UK Link Users will not
be able to have access to or use UK Link or the relevant part thereof, and

accordingly will not be able to make UK Link Communications, except to the
extent, if any, provided for in the DSC or the UK Link Manual.

+1H31.5.2 During planned UK Link downtime, notwithstanding any other provision of the
Code, UK Link Users Users-and-the Fransperterwill not be entitled to make any Code
Communication which is required to be made as a UK Link Communication, except to
the extent (if any) provided for in the [DSC or the] UK Link Manual or (where part only
of UK Link is subject to such downtime) where such part is not required to enable such
communication to be made, and their respective rights under the Code shall be
construed accordingly.

+1H41.53 Except as provided in paragraph 5.1.3(b)5-1= —+-3{b}, the unavailability of
UK Link during planned UK Link downtime will not be a Code Contingency for the
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purposes of paragraph 556; but any such unavailability which extends or the
Fransperters-CDSP reasonably anticipates will extend beyond the period of planned UK
Link downtime will (subject to and in accordance with the Contingency Procedures) be
a Code Contingency.

+121.6 DNO Users
In this Section U references to Users include DNO Users.

+131.7 Trader User

In this Section U references to Users include Trader Users15].

2 EQUIPMENT AND OPERATIONAL REQUIREMENTS
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2-62.1 User Identification and ﬂ’asscode\[m]

? nkJdentith' s

2:6:62.1.1 The FransporterA Party shall be entitled to assume that any person using a UK
Link User's UK Link Identity under paragraph 1.1.1+1-12-6-{&}, and any Authorised
Representative[17] of a UK Link User, is fully authorised to access and use UK Link
(and in particular to initiate, authorise and transmit, and to receive or access for the
purposes of receiving, UK Link Communications); and any UK Link Communication
transmitted by such a person or (as the case may be) an Authorised Representative shall
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be treated as given by the UK Link Userf1s].

2-72.2 Temporary inhibition of access

274+—1In any case where the CDSP suspends or inhibits access to UK Link in accordance with
DSC, UK Link Users may be prohibited from using the UK Link and it is
acknowledged that in such circumstances, such UK Link Users may be unable to make
a UKLC (and so may be unable to exercise an entitlement to make a Code Comm

required to be made as such). Where-atany-time:
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43 UK LINK COMMUNICATION

4.13.1 Introduction[19]
41+43.1.1 The forms of UK Link Communication comprise the following:
(a) T-U On-Line Communication (given by a Transporter) in accordance with
paragraph 3.33-34.3;
(b) U-T On-Line Communication (given by a UK Link User) in accordance with
paragraph 3.43-44-4;
(©) Batch Transfer Communication (given by a Transporter or a UK Link User) in
accordance with paragraph 3.53-54-5;
(d) Active Notification Communication (given by a Transporter) in accordance
with paragraph 3.63-64-6.
4123.1.2 The form in which particular Code Communications are to be given as a UK

Link Communication is described in the UK Link Manual.

4.23.2 [Particular communication facilities [20]
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4243.2.1 For the purposes of UK Link Communications, UK Link includes Gateways |
and certain Automatic Audit Trail Facilities.

4:223.2.2 In respect of certain forms of UK Link Communication, an "Automatic Audit |
Trail Facility" is a facility (described in the UK Link Manual) forming part of the UK
Link System installed at premises designated by the FranspertersCDSP, which will
automatically record the sending or the receipt by the Fransperter-CDSP of the message
comprised in such UK Link Communication and log the date and time of such sending
or receipt.

423323 A "Gateway" is a computer server (as described in the UK Link Manual), |
forming part of the UK Link Network, installed at premises designated by the
Fransperters-CDSP and of each UK Link User (and in the case of a UK Link User
forming part of the UK Link User Equipment and including Licensed Software).]

4.33.3 T-U On-Line Communication

4343.3.1 A "T-U On-Line Communication" is a message transmitted by a Transporter
to a Yitink-User or Ytink-Users by means of UK Link, as described in the UK
Link Manual.

432332 A message transmitted as a T-U On-Line Communication will reside in the UK
Link System at premises designated by the FranspertersCDSP, and can be accessed by
the UK Link User on-line by means of the UK Link Network as described in the UK

Link Manual.
433333 Any T-U On-Line Communication is (as described in the UK Link Manual)
either:

(a) a message posted by a Transporter to a particular H—Eink-User or group of Bk
LinleUsers; or

(b) a message posted on a public electronic notice board accessible by all [UK
Link] Users [or (if so specified in the UK Link Manual) all Users].

434334 A T-U On-Line Communication will remain accessible by a [UK Link] User or
Users for the period specified (in respect of the relevant communication) in the UK
Link Manual, following which it will no longer be accessible.

435335 UK Link Users shall be responsible for accessing (in accordance with
paragraph 3.3.23.3:24.3-2) T-U On-Line Communications at such intervals as shall be
appropriate and prudent (having regard without limitation to paragraph 3.3.43:3-44.3-4).

43-63.3.6 A Code Communication given as a T-U On-Line Communication shall be
deemed to have been received by a UK Link User to whom it is transmitted at the time
the message is logged 'as sent' in accordance with the UK Link Manual and the DSChy

the-Autematie AuditTratl Haetlity, irrespective of whether or when accessed in
accordance with paragraph 3.3.53-3-54.3-5 by that UK Link User.

4.43.4 U-T On-Line Communication

44434.1 A "U-T On-Line Communication" is a message transmitted on-line by a UK
Link User to a Transporter by UK Link, as described in the UK Link Manual.

4:4234.2 A Code Communication given as a U-T On-Line Communication shall be |
deemed to have been received by the Transporter at the time the message is logged 'as
received' by the [Automatic Audit Trail Facility].

4.53.5 Batch Transfer Communication

4543.5.1 A "Batch Transfer Communication" is a data file containing one or more
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messages transmitted by a Transporter or by a UK Link User by means of the UK Link
Network, as described in the UK Link Manual.

4523.5.2 Where the UK Link Manual specifies (in respect of particular Code
Communications or in particular circumstances) times at or periods within which Batch
Transfer Communications may be given, Code Communications may be given as Batch
Transfer Communications only at the times or within the periods so specified.

| 4533.5.3 A message transmitted as a Batch Transfer Communication will reside at the
recipient's Gateway, and can be accessed by the recipient as described in the UK Link
Manual.

454354 A Batch Transfer Communication will remain accessible by a UK Link User or
the Fransperter-CDSP at its Gateway until deleted by it or deleted automatically (after
the period and/or in the circumstances described in the UK Link Manual).

| 4553.5.5 Each UK Link User and the Fransperter-CDSP shall be responsible for
accessing (from its Gateway) Batch Transfer Communications transmitted to it at such
intervals as shall be appropriate and prudent (having regard without limitation to
paragraph 3.5.43.5.44.5.4),

45:63.5.6 Each Gateway incorporates facilities (as described in the UK Link Manual) by

which:

(a) where a Batch Transfer Communication is transmitted, a message is
automatically transmitted from the recipient's Gateway to the sender's Gateway
acknowledging receipt thereof;

(b) if a Batch Transfer Communication is transmitted and no acknowledging

| message (in accordance with paragraph (a){a)(a)) is received at the sender's
Gateway, the Batch Transfer Communication will be re-transmitted as
described in the UK Link Manual.

| 4573.5.7 Subject to paragraph 3.5.9(¢)3-5-9¢e)4-5-9¢(¢}, a Batch Transfer Communication
shall be deemed to have been received by the recipient at the time the message referred

| to in paragraph 3.5.6(a)3-5-6(34-5-6(a) acknowledging receipt thereof is received at the
sender's Gateway.

| 45:83.5.8 Where the Transporter- CDSP or a UK Link User has transmitted a Batch
Transfer Communication and has not received an acknowledging message (in
| accordance with paragraph 3.5.6(a)3-5-6(a)4-5-6(a}), paragraph 3.5.93-5-:94-5-9 shall

apply.
| 459359 In the circumstances in paragraph 3.5.83-5-84-5-8:

(a) the sender of the Batch Transfer Communication shall, as soon as it becomes
aware that no acknowledging message was received, endeavour to contact (by
telephone or facsimile) and so notify the intended recipient of that Batch
Transfer Communication;

(b) following such notification the sender and the intended recipient shall
immediately take all reasonable steps (other than steps involving the
investigation of equipment installed at the other's premises) to identify the
cause of the recipient's non-receipt of an acknowledging message, and if either
of them shall so identify such cause it shall promptly so inform the other (by
telephone or facsimile);

c upon the identification of such cause the party responsible for such cause shall
p party resp
promptly remedy any non-compliance with any operational requirement for the
proper functioning of the UK Link Network and take any other reasonable steps
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available to it to restore proper communication between their respective
Gateways;

(d) as soon as such communication has been restored, the sender shall retransmit
the Batch Transfer Communication;

(e) unless the sender informed the intended recipient under paragraph (b))}, or |
the intended recipient is able to demonstrate, that the sender had failed to
comply with any operational requirement for the proper functioning of the UK
Link Network, the Batch Transfer Communication when retransmitted under
paragraph (d)h(e) shall be deemed to have been received by the recipient at |
the time (as logged by the sender's Gateway) of the sender's first transmission
referred to in paragraph 3.5.83-5-84.5-8.

4.5.10 [Where the FransperterAgentCDSP transmits a Batch Transfer Communication it may
contain messages from more than one Transporter in respect of more than one System.]

4.5.11 Where a UK Link User transmits a Batch Transfer Communication it may contain
messages in respect of more than one System.

4.63.6 Active Notification[21]

4-613.6.1 An "Active Notification Communication" is a message transmitted by a
Fransperterthe CDSP by means of the Active Notification System, as described in the
UK Link Manual.

4-6-23.6.2 The "Active Notification System" is the system (as described in the UK Link |
Manual) for transmitting messages to a warning device ("Active Notification Device")
forming part of the UK Link User Equipment.

4:633.6.3 An Active Notification Communication shall be deemed to have been received |
by the UK Link User to whom it is transmitted at the time it is logged 'as sent' by the
Active Notification System.

4:643.6.4 Each UK Link User shall ensure that at all times a representative of the UK |
Link User has an Active Notification Device in his continuous possession and control.

4:6:53.6.5 An Active Notification Communication may (where so provided in the UK |
Link Manual) be notice to the effect that a Code Communication has been given by
some other permitted means (in which case the Active Notification Communication will
not contain the Code Communication itself).

4.73.7 Audit Trail

4743.7.1 In accordance with its obligations in the DSC, the CDSPThe Fransporter will
retain a complete and chronological record of all UK Link Communications it transmits
and receives, for the minimum period applicable in respect of the relevant
communication, as specified in the UK Link Manual, following transmission or receipt.

4723.7.2 The Franspoerter-CDSP (in accordance with the DSC) and each UK Link User
shall ensure that electronic or computer records containing UK Link Communications
are readily accessible and are capable of being reproduced in a human readable form
and of being printed, if required.

4733.7.3 Records made by the Automatic Audit Trail Facility of the transmission or |
receipt of UK Link Communications, and (as respects UK Link Communications the
transmission or receipt of which is not so recorded) other records retained by the
Fransperter-CDSP and/or UK Link Users in accordance with this paragraph 3.73-74-7, |
shall be prima facie evidence of the transmission or receipt of such UK Link
Communications.
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4743.7.4 In the event of a dispute between a—Fransporterand-theany UK Link Users
and/or the CDSP as to any Code Communication the sending of which was (as a UK
Link Communication) recorded by the Automatic Audit Trail Facility, the Fransperter
CDSP will, as soon as reasonably practicable after a request to do so, provide to the UK
Link User a copy of what is recorded (in respect of such communication) in such
facility.

54  TRADING BETWEEN USERS22]

5.44.1 General

54+4H4.1.1 Users may use the UK Link Network (in addition to use for communicating
with the Transporter) for the purposes of making User Trade Communications, in
accordance with and subject to the relevant provisions of the UK Link Manual.

5424.1.2 A "User Trade Communication" is:
(a) an invitation by a User to other Users to make such an offer as is referred to in
paragraph (b)tb)tb);
(b) an offer by a User to another User to make:
(1) a System Capacity Transfer, as Transferee User;
(i) a Storage Transfer, as transferee;
(©) an acceptance by a User of such an offer (made by another User) as is referred
to in paragraph (b)tb)tb) (such Users, the "Trading Users").
5434.1.3 A User Trade Communication shall be a UK Link Communication but (without

prejudice to paragraph 4.4.14-4-15-4-1) is not a Code Communication.

54+44.1.4 Without prejudice to any other provision of the Code, nothing in this paragraph
445 prevents any User agreeing with another User a Capacity Transfer, Trade
Nomination or Storage Transfer other than pursuant to a User Trade Communication.

5.24.2 Basis of User Trade Communications

52144.2.1 A User Trade Communication shall be made as a U-T On-line Communication
(by the sending User) and received as a T-U On-line Communication (by the receiving
User); and for these purposes the UK Link System includes a facility (as described in
the UK Link Manual) by which on receipt of the U-T On-line Communication
(designated by the sending User as a User Trade Communication) the related T-U On-
line Communication is automatically transmitted (and without prejudice to paragraph
4.4.14435-4-+ there is no instrumentality of the Transporter in such transmission nor
will the Transporters be concerned with such User Trade Communication).

522422 The sending and receiving of a User Trade Communication will be logged by
the Automatic Audit Trail Facility in accordance with paragraphs 3.3.63-3-64-3-6 and
342342442,

523423 The UK Link Manual sets out:

(a) the basis on which a User Trade Communication may be made, and restrictions
applying thereto;
(b) details of the information concerning the User making the User Trade

Communication, or comprised in that communication, which will be available
to or accessible by other Users by or on the UK Link Network.

© 2005 all rights reserved TPDU - 18 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC |

534.3 Effect of User Trade Communications: Users
5344.3.1 Each User agrees with each other User that:

(a) a User Trade Communication shall be treated as a valid and effective
communication as between Users;

(b) a User Trade Communication under paragraph 4.1.2(b)44+-2(b}51-2(b} shall be |
an offer capable of acceptance by the User to whom it is addressed;

(©) a User Trade Communication under paragraph 4.1.2(c)44-2(e}5+2(¢) shall be |
an acceptance of an offer giving rise to a contract between the relevant Users.
532432 The terms of the contract referred to in paragraph 4.3.1(c)4-3-He}53-1e) shall |

be those terms contained in the relevant User Trade Communication(s) and such other
terms as shall have been agreed by the Trading Users or in default of such agreement
the terms in Annex U-1AnnexHJAnnexU—+.

533433 GT Section B2.4.1] shall not apply in respect of paragraphs 4.3.14-3-+53-} and
4.3.243-2532.

544.4 Effect of User Trade Communication: Transporter

5414.4.1 Upon a User making a User Trade Communication under paragraph
4.1.2(c)4+-2e)5-1-2(¢), the Trade Notices will (as described in the UK Link Manual)
automatically be given, and shall be treated as having been given for all purposes of the
Code, by that User and the User who made the corresponding User Trade

Communication under paragraph 4.1.2(b)4+2()51+2(b).
5424.4.2 For the purposes of paragraph 4.4.14-4-15-4-1, the "Trade Notices" are:
(a) in the case of a System Capacity Transfer, the notices required under [Section
B5.2.1];
(b) in case of a Storage Gas Transfer, the notices required by the relevant Storage
Terms.
5434423 [Except as provided in paragraph 4.4.14-4-154-1 or where the Transporter is

acting as User, the Transporter shall not be concerned with a User Trade
Communication or any contract referred to in paragraph 4.3.24-3-253-2 (and in
particular shall not be a party to such a contract).\[23]]

65 CONTINGENCY ARRANGEMENTS24]

6-145.1 General
61+45.1.1 For the purposes of the Code:

(a) the "Contingency Procedures" are procedures contained in the Code
Contingency Guidelines Document forming part of the UK Link Manual for the
Franspoerterand-UK Link Users [and the CDSP]| to communicate with each |
other in the event of a Code Contingency;

(b) a "Code Contingency" is an event or circumstance affecting UK Link, of a
kind specified in the Contingency Procedures, which affects the ability of the
Fransperters-er-UK Link Users [or the CDSP] (or where so specified in the
Contingency Procedures, of a particular FranspertererUK Link User or
particular Fransperters-orUK Link Users) to give or receive UK Link
Communications, or to generate information to be contained in a Code
Communication,;

(©) The “Code Contingency Guidelines Document” is the document so titled
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forming part of the UK Link Manual and containing consolidated guidelines in
respect of Code Contingencies.

61+25.1.2 The Fransporterand-UK Link Users agree to adopt and (in the event of a Code
Contingency) to implement the relevant Contingency Procedures.

613513 A Code Contingency may (where so specified in the Contingency Procedures)
include:
(a) a degradation in performance of UK Link which falls short of a failure thereof

(where the Contingency Procedures are likely, having regard to such
degradation, to provide a superior method of communicating);

(b) planned UK Link downtime which occurs other than between 03:00 hours and
05:00 hours on any Day.

6:25.2 Code Communications

6214521 In the event of a Code Contingency, where so provided in the Contingency
Procedures, a Code Communication which would normally be required to be given as a
UK Link Communication may (notwithstanding any other provision of the Code or the
UK Link Manual) be given by any means provided for in the Contingency Procedures.

622522 Except as provided in the Code or the Contingency Procedures, the provisions
of the Code will apply in and will not be affected by a Code Contingency; and in
particular any requirements under the Code or the UK Link Manual as to the timing and
content of any Code Communication, and the giving of communications by means other
than UK Link, will continue to apply.

623523 Where the Contingency Procedures specify intervals or other requirements for
the giving in a Code Contingency of any Code Communication which would normally
be given as a [T-U On-Line Communication under paragraph 3.3.3(b)3-33(6}433(b}],
the giving of such communication at such intervals will be treated as complying with
the relevant requirements of the Code.

6:2:45.2.4 Under the Contingency Procedures communication resources of the
Fransperters-andUK Link Users [and the CDSP] will be used for the purposes of
facilitating the continued giving (in accordance with the Contingency Procedures) of
certain kinds of Code Communications in a Code Contingency, and so may not be
available for other kinds of Code Communications; and accordingly in any case where
the Contingency Procedures do not make provision for the giving of a particular kind of
Code Communication (which is required to be given as a UK Link Communication), it
may not be possible for Code Communications of that kind to be given.

635.3 Class A Contingencies

6315.3.1 It is agreed that where certain Code Contingencies occur or continue for
particular periods or at particular times:

(a) the application of certain provisions of the Code (in particular, the requirement
for Users to pay certain charges, or the basis on which such charges are
determined), will be modified); and/or[25]

(b) the timetable provided for in the Code for the giving of certain Code
Communications may be extended
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as provided in the relevant Section of the Code.

63:25.3.2 A Code Contingency of the kind referred to in paragraph 5.3.153463-} is a |
"Class A Contingency".

633533 Code Contingencies which are Class A Contingencies are specified, for the |
purposes of the relevant provisions of the Code, in the Contingency Procedures and
referenced where appropriate in the relevant Sections of the Transportation Principal
Document.

645.4 Short-term suspension of access ‘

Where at any time a failure in or degradation in the performance of any part of UK Link

is likely to occur, or such a degradation has occurred, and in the Fransperters-CDSP's |
judgement it will be possible to prevent such failure or degradation, or remedy such
degradation, by suspending access to and use of UK Link or a part thereof at a time and
for a period which will not result in significant inconvenience to UK Link Users in the |
use of UK Link for making Code Communications:

(a) the Fransperters-CDSP shall be entitled (in accordance with the DSC), without
initiating any Contingency Procedures (but subject to paragraph (b)tb)6))
which otherwise would be applicable, to suspend access to and use of UK Link
(in accordance with such procedures as to notification of UK Link Users and
otherwise as may be provided in the UK Link Manual);

(b) if at any time subsequently it becomes apparent to the Fransperters-CDSP that |
such suspension will continue for a period or at a time at which it will result in
such inconvenience to Users, any applicable Contingency Procedures will be
initiated.[26]

T—FAHUREOF UK EHINK

© 2005 all rights reserved TPDU - 21 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 22 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC |

© 2005 all rights reserved TPDU - 23 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 24 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC |

© 2005 all rights reserved TPDU - 25 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 26 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC |

© 2005 all rights reserved TPDU - 27 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 28 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC |

© 2005 all rights reserved TPDU - 29 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 30 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC

© 2005 all rights reserved TPDU - 31 Version 4.72 01 October 2015




Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 32 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC |

© 2005 all rights reserved TPDU - 33 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U— to be retained in UNC

© 2005 all rights reserved TPDU - 34 Version 4.72 01 October 2015



Joint Office of Gas Transporters

Uniform Network Code — Transportation Principal Document Section U — to be retained in UNC

Annex U-1[27]
1 Application of this Annex
1.1 This Annex does not form part of the Uniform Network Code.

1.2 This Annex sets out certain terms which, subject to paragraph 1.31-31-3, are
incorporated into every contract arising as a result of a User Trade Communication
made under Section U4.1.2(c)4+2(e}5+-2(¢) of the Code (a "User Trade Contract").

1.3 In accordance with Section U4.3.24.3.25.3.2 of the Code, a term set out in this Annex is
not incorporated into a User Trade Contract:

(a) if the Trading Users have expressly agreed another term; or

(b) to the extent that such term is inconsistent with any term expressly agreed by
the Trading Users.

2 Interpretation
2.1 Terms used in this Annex have the same meanings as in the Code.
2.2 For the purposes of this Annex:

(a) "applicable daily rate" means:

(1) in respect of System Capacity, the Applicable Daily Rate (in pence per
kWh/Day) of the relevant Capacity Charge; and

(i1) in respect of Storage Space, the Applicable Storage Space Charge Rate
(in pence per kWh of Storage Space for a Storage Year) divided by
365; and

(iii) in respect of Storage Deliverability, the Applicable Storage
Deliverability Charge Rate (in pence per kWh/Day of Storage
Deliverability for a Storage Year) divided by 365; and

(iv) in respect of Storage Injectability, the Applicable Storage Injectability
Charge Rate (in pence per kWh/Day of Storage Injectability for a
Storage Year) divided by 365;

(b) "Capacity Transfer" means a System Capacity Transfer or a Storage Capacity
Transfer;
(©) "Capacity Transfer Day" means a Day in the Relevant Transfer Period in

respect of which the Trade Transferee is treated as holding the Transferred
Capacity in accordance with the Code;

(d) "Relevant Transfer Period" means:

(1) in respect of a System Capacity Transfer the Transfer Period;

(i1) in respect of a Storage Capacity Transfer the Storage Transfer Period;
(e) "Trade Transferor" means:

(1) in respect of a System Capacity Transfer the Transferor User; and

(i1) in respect of a Storage Transfer the Transferor Storage User;
® "Trade Transferee" means:

(1) in respect of a System Capacity Transfer the Transferee User; and

(i1) in respect of a Storage Transfer the Transferee Storage User;
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(g) "Transferred Capacity" means Transferred System Capacity or Transferred
Storage Capacity.

Price
Capacity Transfer

In respect of a Capacity Transfer the Trade Transferee shall, subject to paragraph
3.33:333, pay to the Trade Transferor in respect of each month some or all of the Days
of which are Capacity Transfer Days a sum determined in accordance with the
following formula:

A = B*C*D

where

A = the sum payable by the Trade Transferee in respect of the month;
B= the applicable daily rate in respect of the Capacity Transfer;

C= the amount of the Transferred Capacity; and

D= the number of Capacity Transfer Days in that month.

If in respect of any Capacity Transfer Day in a month the Trade Transferor ceases to be
liable to pay to National Grid NTS or National Grid LNG Storage the relevant Capacity
Charges or Storage Capacity Charges in respect of an amount of Transferred Capacity
in accordance with the Code, the sum which would but for this paragraph 3.3 be
payable by the Trade Transferee pursuant to paragraph 3.23-23-2 in respect of that
month shall be reduced by a sum equal to the aggregate of the sums for each such
Capacity Transfer Day, each such sum being calculated in accordance with the
following formula:

E=F*G
where:
E = isthe sum by which the Trade Transferee's liability is reduced in respect of
such Day;
F= is the applicable daily rate; and
G= is the amount of Transferred Capacity in respect of which the Trade Transferor

ceased to be liable to pay Capacity Charges or Storage Capacity Charges in
respect of such Day.

Storage Gas Transfer

In respect of a Storage Gas Transfer the Trade Transferee shall pay to the Trade
Transferor a sum determined in accordance with the following formula:

H=I*1]

where:

H= is the sum payable by the Trade Transferee in respect of the Storage Gas
Transfer;

I= the Operating Margins WACOG (in pence per kWh) for the Transfer Storage
Facility on the date the Operating Margins WACOG was last calculated before
the transfer date; and

J= is the Transferred Gas-in-Storage (in kWh).

VAT
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4.1 The sums payable pursuant to a User Trade Contract are exclusive of Value Added Tax.
5 Payment

5.1 Sums payable by the Trade Transferee to the Trade Transferor under a User Trade
Contract shall be paid on or before whichever is the later of:

(a) the 5th Day after the Day on which the Trade Transferee receives an invoice in
respect of such sum from the Trade Transferor; and

(b) the 15th Day of the month following the relevant month (in accordance with
paragraph 5.25-25-2)

5.2 For the purposes of paragraph 5.15-15-1 the relevant month is:

(a) for a Capacity Transfer, the month to which the invoice relates; and
(b) for a Storage Gas Transfer, the month in which the User Trade Communication
under Section U4.1.2(c)4+2(e)5-+2(¢) of the Code was made.
6 Interest
6.1 Where any sum payable pursuant to a User Trade Contract is not paid on or before the

due date for payment in accordance with paragraph 5.15-15-1 (the "Due Date"), the |
paying User shall pay interest, after as well as before judgment, at the rate for the time
being of Barclays Bank plc plus 3 percentage points per annum on the unpaid amount
from the Due Date until the day on which payment is made.

6.2 Interest payable pursuant to paragraph 6.16-16-} shall accrue on a daily basis and on the |
basis of a 365 day year.

6.3 Governing law and jurisdiction

6.4 Each User Trade Contract shall be governed by, and construed in all respects in
accordance with, English law.

6.5 The parties to a User Trade Contract irrevocably agree that the courts of England are to
have exclusive jurisdiction to settle any disputes which may arise out of or in
connection with that User Trade Contract.
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