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Dear Colleague, 
 

 
NOTICE OF  IMPLEMENTATION 

MODIFICATION PROPOSAL No: 0702 
 

"Partial "Volume" Interruption" 
 

Please note that Modification Proposal No 0702 was implemented with effect from 06:00 
hours on 05/11/2004.  The Final Modification Report, Version 1.0, was signed by Ofgem 
on 01/11/2004. 
 
The new Network Code text resulting from this Modification follows. 
 
Modified Text: 
 
SECTION G: SUPPLY POINTS 
 
Amend paragraph 6.7.3 to read as follows: 
 
 “Subject to …: 
 
 (a) … ; 
  
 (b) … ; 
 
 (c) … . 
 
 Transco may, where it has issued an Interruption Notice pursuant to one of the 

above sub-paragraphs, issue a replacement Interruption Notice pursuant to a 
different sub-paragraph.  From the time at which such replacement notice takes 
effect all rights, obligations or restrictions applicable to such replacement notice 
shall apply accordingly and shall supersede those applicable to the replaced 
notice. 
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Amend paragraph 6.10.4 to read as follows: 
 
“Where Transco requires Interruption at the Supply Point: 
 
(a) pursuant to paragraph 6.7.3(a) or 6.7.3(b): 
 
 (i) in any period of 60 minutes in the Day, and subject always to paragraph 

5.3.1 and to the provisions of any relevant Network Exit Agreement, the 
Registered User will be allowed to offtake a quantity of gas…; 

 
 (ii) for the purposes . . .; and 
 
 (iii) the provisions of . . .; 
 
(b) pursuant to paragraph 6.7.3(c): 
 
 (i)  in respect of a period from the Interruption Start Time on the Day until the 

end of a period of 60 minutes following that Interruption Start Time, and 
subject always to paragraph 5.3.1 and to the provisions of any relevant 
Network Exit Agreement, the Registered User will be allowed to offtake a 
quantity of gas (and Sharing Registered Users will be allowed to offtake a 
quantity of gas in aggregate) measured in kWh, not exceeding the sum of 
the Tranche Quantities of the Tranches at the Supply Point in respect of 
which an Interruption Notice has not been served multiplied by the 
relevant number of periods of 60 minutes expired from the Interruption 
Start Time (it being acknowledged that the limit imposed by this 
paragraph 6.10.4(b)(i) relates to the aggregate amount offtaken from the 
Interruption Start Time and shall apply and be required to be satisfied at 
the end of each and every period of 60 minutes from the Interruption Start 
Time); 

 
 (ii) for the purposes of paragraph 6.9.1(a), the requirement of paragraph 

6.7.2(b) shall not be satisfied where the quantity referred to in paragraph 
6.10.4(b)(i) at the end of any period of 60 minutes following the 
Interruption Start Time has been exceeded; 
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(iii) the provisions of paragraph 6.9.2(a) shall apply; and 
 
(iv) the provisions of paragraph 6.10.5 shall apply save that the excess failure 

quantity for any particular period of 60 minutes in the Day  shall be the 
total quantity of gas offtaken from the Interruption Start Time on the Day 
until the end of  that 60 minute period less the quantity permitted to be 
offtaken having regard to the provisions of paragraph 6.10.4(b)(i) above 
and Y shall be the amount of the highest excess failure quantity  at any 
point in time during the Period of Interruption.  Where Transco requires 
Interruption at the Supply Point on a Day pursuant to paragraph 6.7.3(a) or 
6.7.3(b) and paragraph 6.7.3(c), the value of Y shall be the aggregate of 
that determined pursuant to this paragraph (iv) and that determined 
pursuant to paragraph 6.10.5(c)(ii).  

 
Amend paragraph 6.11.4 to read as follows: 
 
“Where Transco requires Interruption at an Interruptible CSEP: 
 
(a) pursuant to paragraph 6.7.3(a) or 6.7.3(b): 

 
 (i) in any period of 60 minutes in the Day, and subject always to paragraph 

5.3.1 and to the provisions of any relevant Network Exit Agreement, the 
CSEP User will be allowed to offtake a quantity of gas. . .; 

 
 (ii) for the purposes . . . where the hourly offtake in paragraph (i) has been 

exceeded; and 
 
 (iii) the provisions of . . .; 
 
(b) pursuant to paragraph 6.7.3(c): 
 
 (i)  in respect of the period from the Interruption Start Time on the Day until 

the end of a period of 60 minutes following that Interruption Start Time, 
and subject always to paragraph 5.3.1 and to the provisions of any relevant 
Network Exit Agreement, the CSEP User will be allowed to offtake a 
quantity of gas (and CSEP Users will be allowed to offtake a quantity of 
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gas in aggregate) measured in kWh, not exceeding the sum of the Tranche 
Quantities of the Tranches at the Interruptible CSEP in respect of which an 
Interruption Notice has not been served multiplied by the relevant number 
of periods of 60 minutes expired from the Interruption Start Time (it being 
acknowledged that the limit imposed by this paragraph 6.11.4(b)(i) relates 
to the aggregate amount offtaken from the Interruption Start Time and 
shall apply and be required to be satisfied at the end of each and every 
period of 60 minutes from the Interruption Start Time); 

 
 (ii) for the purposes of paragraph 6.9.1(a), the requirement of paragraph 

6.7.2(b) shall not be satisfied where the quantity referred to in paragraph 
6.11.4(b)(i) at the end of any period of 60 minutes following the 
Interruption Start Time has been exceeded; 

 
(iii) the provisions of paragraph 6.9.2(a) shall apply; and  

 
(iv) the provisions of paragraph 6.11.5 shall apply save that the excess failure quantity 
for any particular period of 60 minutes in the Day shall be the total quantity of gas 
offtaken from the Interruption Start Time on the Day until the end of  that 60 minute 
period less the quantity permitted to be offtaken having regard to the provisions of 
paragraph 6.11.4(b)(i) above and Y shall be the amount of the highest excess failure 
quantity at any point in time during the Period of Interruption.  Where Transco requires 
Interruption at the Supply Point on a Day pursuant to paragraph 6.7.3(a) or 6.7.3(b) and 
paragraph 6.7.3(c), the value of Y shall be the aggregate of that determined pursuant to 
this paragraph (iv) and that determined pursuant to paragraph 6.10.5(c)(ii).  

 
TRANSITION DOCUMENT PART II 
 
Insert a new paragraph 8.4.20 as follows: 
 
“G6.10.2(d) 
In respect of the period from 1 October 2004 until 30 September 2005 (both dates 
inclusive) the period within which Transco shall accept or reject all applications for 
Partial Interruption shall be 15 Business Days of their receipt by Transco from a 
Registered User or the Sharing Registered Users’ Agent as appropriate.” 
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Yours sincerely, 
 
 
 
 
Julian Majdanski 
Modification Panel Secretary 
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