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Background 

•  Requested at the 18th February meeting for an example of the 
consumption used to calculate an AQ  

•  Following 2 slides provide the following examples 
–  Consumption used in AQ process following a retrospective 

update 
–  Consumption used in AQ process following a consumption 

adjustment for a theft of gas 
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AQ Calculation following a 
Retrospective Adjustment 
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Read 1 
3500 

Read 2 
4200 

Read 3 
6200 

Latest 
Read 4 
0700 

 

Retrospective 
Meter Exchange 

-  Original consumption pre retrospective adjustment = 2700 
-  Latest consumption following retrospective asset update = 3750 
-  Upto the retro update the consumption of 2700 would have been 

used for AQ process 
-  Following retrospective update the consumption of 3750 will be 

used for subsequent AQ process, where applicable 

Reconciliation Reconciliation 
Read submitted  

following 
asset update 

Removal Read: 5550 
Installation read 0000 

Consumption 
700 

Latest Consumption 
2350 

Latest Consumption 
0700 



AQ Calculation following a  
Consumption Adjustment 
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Read 1 
0500 

Read 2 
0900 

Read 4 
1100 

Latest Read 5 
2000 

Consumption Adjustment for ToG = 600 

Read 3 
1000 

3rd Jun 5th Oct 2nd Dec 1st Mar 3rd Jun 

AQ calculation period 

•  Original consumption of 200 between 5th October and 1st 
March would have been used for AQ process 

•  Following consumption adjustment, 600 will be the latest 
consumption between 5th October and 1st March used for 
subsequent AQ process, where applicable 
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