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24/11/2006 
 
 
Dear Colleague,  
 
 
 

NOTICE OF IMPLEMENTATION 
MODIFICATION PROPOSAL No: 0098A 

 
“Modification to Codify Emergency Curtailment Quantity (ECQ) Methodology” 

 
Please note that Modification Proposal No 0098A will be implemented with effect 
from 06:00 hours on 27/11/2006.  The Final Modification Report, Version 3.0, was 
signed by Ofgem on 24/11/2006. 
 
The new Code text resulting from this Modification follows. 
 
Modified Text: 
 

UNIFORM NETWORK CODE – TRANSPORTATION PRINCIPAL 
DOCUMENT 

SECTION Q – EMERGENCIES 

Amend paragraph 6.1.1(c) to read as follows: 
 
“(c) ”Emergency Curtailment Quantity” means, in respect of …………had 

occurred at those System Exit Points. The Transporter shall apply the ECQ 
Methodology to calculate a User’s Emergency Curtailment Quantity.” 

 
Insert the following as a new paragraph 6.1.1(d): 

“(d) “ECQ Methodology” means a methodology statement published and from time 
to time revised (subject to prior approval by a majority of the UNC Committee) 
by the Transporters setting out the calculations that each Transporter will use to 
estimate (and/or revise any previous estimate of) the aggregate quantity of gas 
(in kWh) that each User would have offtaken during a Day from the relevant 
System at System Exit Points in respect of which Emergency Curtailment has 
occurred but for the fact that Emergency Curtailment had occurred at those 
System Exit Points in respect of that Day.” 

Insert the following as a new paragraph 6.1.1(d): 
 
“(d) “ECQ Methodology” means a methodology statement prepared by the 

Transporters and governed in accordance with Section V12 setting out the 
calculations that each Transporter will use to estimate (and/or revise any 
previous estimate of) the aggregate quantity of gas (in kWh) that each User 
would have offtaken during a Day from the relevant System at System Exit 

© all rights reserved Page 1 Version 1.0 created on 24/11/2006 



Joint Office of Gas Transporters 
0098A :  Modification to Codify Emergency Curtailment Quantity (ECQ) Methodology v1.0 

Points in respect of which Emergency Curtailment has occurred but for the fact 
that Emergency Curtailment had occurred at those System Exit Points in respect 
of that Day.” 

 

UNIFORM NETWORK CODE – TRANSPORTATION PRINCIPAL 
DOCUMENT 

SECTION V – GENERAL 

Amend paragraph 12.1 to read as follows: 
 
“12.1 ……….: 

(a) ……….; 
(b) ……….; and 
(c) ECQ Methodology as referenced in Section Q6.1.1(c).” 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Yours sincerely, 
 
 
 
 
Julian Majdanski 
Modification Panel Secretary 
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