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UNC0621: NTS Optional Charge 

Illustrations of NTS Optional Charge under UNC0621 



NTS Optional Charge 
UNC0621 Illustrations 

  Under UNC0621 the NTS Optional Charge caters for the differences to the 
Revenue Recovery charges 

  The following slides illustrate how this applies to the scenarios 

  Non IP to Non IP 

  Non IP to IP 

  IP to Non IP 

  IP to IP 

  This illustration is intending to show the NTS Optional Charge works for these 
potential NTS Optional Charge routes under UNC0621 
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NTS Optional Charge Scenarios: Non IP – Non IP 
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Eligible Entry Point 
(Non IP) 

Eligible Exit Point 
(Non IP) 

NTS Optional Charge (NOC) 
Election 

NTS Entry Capacity 
N/A 

 

User Daily Quantity – Input 
(UDQI) 

300 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh 

 

Residual Daily Quantity 
100 kWh 

NTS Exit Capacity 
N/A 

 

User Daily Quantity – Output 
(UDQO) 
200 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh 

 

Residual Daily Quantity 
0 kWh 

Total flows 
(irrespective of Optional 

Charge) 

Quantity that is valid for 
Optional Charge rates 

Quantity that is subject 
to respective standard 
revenue recovery rate 

NTS Capacity value. 
Only applicable for OC 
when IP is an entry or 

exit point 



NTS Optional Charge Scenarios: Non IP – IP 

4 

Eligible Entry Point 
(Non IP) 

Eligible Exit Point 
(IP) 

NTS Optional Charge (NOC) 
Election 

NTS Entry Capacity 
N/A 

 

User Daily Quantity – Input 
(UDQI) 

300 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh 

 

Residual Daily Quantity 
100 kWh 

NTS Exit Capacity 
2,000 kWh/day 

 

User Daily Quantity – Output 
(UDQO) 
200 kWh 

 

Applicable Daily Capacity 
(ADQ) 

200 kWh/day 

 

Residual Daily Capacity 
1,800 kWh/day 

Total flows 
(irrespective of Optional 

Charge) 

Quantity that is valid for 
Optional Charge rates 

Quantity that is subject 
to respective standard 
revenue recovery rate 

NTS Capacity value. 
Only applicable for OC 
when IP is an entry or 

exit point 



NTS Optional Charge Scenarios: IP – Non IP 
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Eligible Entry Point 
(IP) 

Eligible Exit Point 
(Non IP) 

NTS Optional Charge (NOC) 
Election 

NTS Entry Capacity 
3,000 kWh/day 

 

User Daily Quantity – Input 
(UDQI) 

300 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh/day 

 

Residual Daily Quantity 
2,800 kWh/day 

NTS Exit Capacity 
N/A 

 

User Daily Quantity – Output 
(UDQO) 
200 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh 

 

Residual Daily Quantity 
0 kWh 

Total flows 
(irrespective of Optional 

Charge) 

Quantity that is valid for 
Optional Charge rates 

Quantity that is subject 
to respective standard 
revenue recovery rate 

NTS Capacity value. 
Only applicable for OC 
when IP is an entry or 

exit point 



NTS Optional Charge Scenarios: IP – IP 
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Eligible Entry Point 
(IP) 

Eligible Exit Point 
(IP) 

NTS Optional Charge (NOC) 
Election 

NTS Entry Capacity 
3,000 kWh/day 

 

User Daily Quantity – Input 
(UDQI) 

300 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh/day 

 

Residual Daily Quantity 
2,800 kWh/day 

NTS Exit Capacity 
2,000 kWh/day 

 

User Daily Quantity – Output 
(UDQO) 
200 kWh 

 

Applicable Daily Quantity 
(ADQ) 

200 kWh/day 

 

Residual Daily Quantity 
1,800 kWh/day 

Total flows 
(irrespective of Optional 

Charge) 

Quantity that is valid for 
Optional Charge rates 

Quantity that is subject 
to respective standard 
revenue recovery rate 

NTS Capacity value. 
Only applicable for OC 
when IP is an entry or 

exit point 


