
0701 Legal Text Commentary 

The proposed amendments to TPD B and G expand the following existing definitions to include 

where a DM Supply Point has a Network Exit Agreement (NExA) in place: 

Ratchetted Supply Point Capacity (Ratchetted SOQ), 

Maximum Supply Point Capacity (Max SOQ),  

Maximum Supply Point Offtake Rate (Max SHQ) and  

Provisional Maximum SOQ (PMSOQ)  

 

The amendments shall also ensure appropriate restrictions are in place so that a site’s SOQ or SHQ 

cannot increase above the maximum value stated in the NExA. 

 

Specifics 

Addition to Section B 4.7.3 to add that where a NExA exists the increased amount of capacity will be 

the lesser of the sum of the User's DM Registered Supply Point Capacity on the Day of the Supply 

Point Ratchet and the Capacity Ratchet Amount, and the maximum daily rate of offtake specified in 

the NExA. This will cap any PMSOQ increase due to ratchets at the value set in the NExA. Also 

addition to G5.5.5 for the CDSP to notify the Transporter and Registered User in the above instances. 

Addition to section G 5.4.1 and 5.4.2 to state that a User’s Supply Point Capacity, where a NExA 

exists shall be no greater than the maximum daily rate stated in the NExA, and to clarify this does 

not affect NTS supply points.  

Addition to section G 5.5.1 clarifying that the Maximum Supply Point Capacity is, where a NExA 

exists, either the maximum daily rate specified in the NExA, or where a daily rate is not specified, 24 

times the maximum hourly rate specified. 

Addition to section G 5.5.2 clarifying that the Provisional Maximum Supply Point Capacity is, where a 

NExA exists, either the maximum daily rate specified in the NExA, or where a daily rate is not 

specified, 24 times the maximum hourly rate specified. 


